
EDITION OF JUL 59 IS OBSOLETE.ENG FORM 4021-R, Nov 90 (Proponent:  CECW-OM)

REMARKS (Continue on reverse)

TO:

PAGE                    OF                    

DATE

RIVER/HARBOR NAME AND STATE

AUTHORIZED PROJECT

MINIMUM DEPTHS IN
CHANNEL ENTERING FROM SEAWARD

FROM:

REPORT OF CHANNEL CONDITIONS
100 TO 400 FEET WIDE

(ER 1130-2-316)

NAME OF CHANNEL
DATE

OF
SURVEY WIDTH

(feet)
LENGTH

(miles)
DEPTH
(feet)

LEFT
OUTSIDE
QUARTER

(feet)

MIDDLE HALF

(feet)

RIGHT
OUTSIDE
QUARTER

(feet)

1 2

16 Jan 2013

FOR THE RECORD US Army Engineer District, New York
Albany Field Office, 1 Bond ST Troy, NY 12180

Hudson River, New York City to Waterford

Troy Lock and Dam to
Waterford
(Reach n01 to n04)

Troy Lock and Dam to
Collar City Bridge
(Reach n05 to n07)

Collar City Bridge to Congress st Bridge
(Reach n08 to n14)

Congress st Bridge to
Menands Bridge
(Reach n14 to n17)

Patroon Island Bridge to Albany Swing
Bridge (Reach n24-n26)

South 900 ft of Dunns Bridge to Head of
32 ft Project

Head of 32 FT Project to Reach 2

Light 221 to Light 215
( Reach 3 to Reach 5)

Light 209 to Light 214
(Reach 7 to 10)

Buoy 207 to Light 204
(Reach 10 to 12)

North & South of NY Thruway

Light 181 to Light 191
(Reach 18 to 22)

RB 168 to RB 182
(Reach 23 to 25)

Light 161 to Light 166
(Reach 27 to 28)

Hudson Anchorage-Reach 32

23/Apr/12

02/May/12

17/May/12

 18/May/12 

6/Jun/12

7/Jun/12

7/Jun/12

8/Jun/12

26/Jun/12

18/Jan/13

27/Jun/12

03/Jul/12

12/Jul/12

31/Jul/12

22/Aug/12

200

400

400

400

400

400

400

400

400

400

400

400

400

400

400

2.2

1.0

0.5

1.5

1.0

0.5

0.5

2.0

1.5

1.0

0.25

2.5

2.0

2.0

2.0

14.3

14

14

14

14

27

32

32

32

32

32

32

32

32

32

14.0

7.0

11.0

15.0

6.0

18.0

16.0

31.0

27.0

31.0

30.0

30.0

29.0

29.0

28.0

14.0

13.0

16.0

13.0

15.0

20.0

15.0

33.0

32.0

33.0

35.0

33.0

31.0

30.0

31.0

13.0

12.0

12.0

6.0

14.0

16.0

14.0

29.0

32.0

30.0

29.0

29.0

30.0

24.0

31.0

Normal Pool Level(Above Dam)= 14.33 feet Above M.S.L.
L.L.W(Head of 32' Project to Troy Lock & Dam) = 3.0 FT Below M.S.L.
M.L.W(New York City to Head of 32' Project) = 1.75 FT Below M.S.L.



EDITION OF JUL 59 IS OBSOLETE.ENG FORM 4021-R, Nov 90 (Proponent:  CECW-OM)

REMARKS (Continue on reverse)

TO:

PAGE                    OF                    

DATE

RIVER/HARBOR NAME AND STATE

AUTHORIZED PROJECT

MINIMUM DEPTHS IN
CHANNEL ENTERING FROM SEAWARD

FROM:

REPORT OF CHANNEL CONDITIONS
100 TO 400 FEET WIDE

(ER 1130-2-316)

NAME OF CHANNEL
DATE

OF
SURVEY WIDTH

(feet)
LENGTH

(miles)
DEPTH
(feet)

LEFT
OUTSIDE
QUARTER

(feet)

MIDDLE HALF

(feet)

RIGHT
OUTSIDE
QUARTER

(feet)

2 2

16/Jan/13

FOR THE RECORD US Army Engineer District, New York
Albany Field Office, 1 Bond ST Troy, NY 12180

Hudson River, New York City to Waterford

Hudson Light House north
1000 ft

Light 126 to Brandow pt

Catskill Light to RB 122

North Germantown reach

Malden Reach

GB 95 TO RB 94

Kingston PT Reach

30/Aug/12

24/Aug/12

24/Aug/12

15/Jan/13

20/Nov/12

23/Oct/12

17/Oct/12

400

400

400

400

400

400

400

0.25

0.75

0.25

2.0

1.0

0.75

2.5

32

32

32

32

32

32

32

29

37

39

30

35

48

34

38

36

53

31

31

40

36

37

31

29

30

31

31

29

Normal Pool Level(Above Dam)= 14.33 feet Above M.S.L.
L.L.W(Head of 32' Project to Troy Lock & Dam) = 3.0 FT Below M.S.L.
M.L.W(New York City to Head of 32' Project) = 1.75 FT Below M.S.L.
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