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DATE June 13, 2013 

TO: 
 
 

The Record 
 
 

FROM: 

 

U.S. Army Corps of Engineers 
26 Federal Plaza, ATTN: CENAN-OP-ST 
New York, NY  10278-0090 

RIVER/HARBOR NAME AND STATE: 
 
New York Harbor, New York – Sandy Hook Channel 
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Reach A:  East Section Reach:      
Begins in deep water in New 
York Harbor approximately 6,200 
feet seaward of RED LIGHT W/ 
BELL #2; ends approximately 90 
ft seaward of RED LIGHT W/ 
BELL #12.  
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Reach B:  Bayside Reach: 
Begins approximately 90 ft 
seaward of RED LIGHT W/ BELL 
#12; ends approximately 80 feet 
landward of GREEN LIGHT #1.  

 

Map 170 
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REMARKS: 
 

 All depths in Mean Lower Low Water.  Project originally authorized to Mean Low Water. 
 Channel length in nautical miles. 
*There is a gap in survey data beginning approximately 500 feet landward of GREEN LIGHT #11A that extends seaward 
approximately 550 feet.  The gap in data has an approximate maximum width of 65 feet.  The controlling depth in the Left 
Outside Quarter of Reach B may be shallower than the reported depth of 0.6 feet in this area where no survey data 
exists. 
 

NEW YORK HARBOR – SANDY HOOK CHANNEL 
 

 Reach A: Shoaling in the Right Outside Quarter begins approximately 160 ft landward of Red Light W/ BELL #4 and 
extends approximately 6,263 ft landward with a maximum width of approximately 70 ft.  There is another shoal in the 
Right Outside Quarter that begins approximately 300 ft landward of Red Light #10 and extends approximately 90 ft 
landward with a maximum width of approximately 55 ft.  Project depth is available in the Right Inside Quarter as well 
as the Left Inside Quarter.  Shoaling in the Left Outside Quarter exists beginning 1,435 ft seaward of Green Light W? 
BELL #11 and extends approximately 130 ft landward with a maximum width of approximately 12 ft.  There is also a 
shoal in the Left Outside Quarter that commences approximately 500 ft seaward of Green Light W/ BELL #11 and 
extends approximately 20 ft landward with a maximum width of approximately 5 ft.      

 
 Reach B: Shoaling exists in the Right Outside Quarter beginning approximately 1,705 ft seaward of Red Light W/ 

BELL #18 and extends approximately 960 ft landward, briefly exiting the channel midway through for about 200 ft 
before reentering.  The maximum width is about 35 ft.  Another shoal exists in the Right Outside Quarter beginning 
approximately 75 ft landward of Red Light #20 and extends through the end of the reach.  The shoal has a maximum 
approximate width of 150ft.  Project depth is available in the Right Inside Quarter.  A shoal exists in the Left Outside 
Quarter and Left Inside Quarter beginning approximately 460 ft seaward of Green Light #11A and extends 1,120 ft 
landward.  The shoal has a maximum width of approximately 275 ft.  Shoaling exists in the Left Outside Quarter 
commencing approximately 145 ft seaward of Green/Red Light and extends approximately 1,050 ft landward.  
Shoaling also exists in the Left Outside Quarter beginning approximately 1,115 ft seaward of Green Light #1 and 
extends through the end of the reach.   
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