REPORT OF CHANNEL CONDITIONS PAGE 1] OF 1
100 TO 400 FEET WIDE DATE
(ER 1130-2-316) 24/Nov/13
TO:

FOR THE RECORD

FROM:

US Army Engineer District, New York
Albany Field Office, 1 Bond ST Troy, NY 12180

RIVER/HARBOR NAME AND STATE
RONDOUT CREEK, NY

MINIMUM DEPTHS IN
CHANNEL ENTERING FROM SEAWARD

DATE

AUTHORIZED PROJECT

LEFT

MIDDLE HALF | RIGHT
OUTSIDE OUTSIDE
NAME OF CHANNEL susbey | wiotH | LengT | DEPTH | QuARTER QUARTER
(feet) (miles) (feet) (feet) (feet) (feet)
RONDOUT CREEK 100 3.5
14/Nov/13 | 100 1.3 14 12.5 13.8 16
100 2.2 12 4.0 4.7 51
14/Nov/13

REMARKS (Continue on reverse)

ENG FORM 4021-R, Nov 90

EDITION OF JUL 59 IS OBSOLETE.

(Proponent: CECW-OM)



	FROM: US Army Engineer District, New York
Albany Field Office, 1 Bond ST  Troy, NY 12180
	DATE OF SURVEYRow1: 


14/Nov/13  



14/Nov/13
 
	WIDTH feetRow1:    100

   100

   
    100

	LENGTH milesRow1:   3.5

  1.3


   2.2

 
	DEPTH feetRow1:    

    14


    12
	LEFT OUTSIDE QUARTER feetRow1:        

       12.5


        4.0
	MIDDLE HALF feetRow1:         

       13.8


        4.7
	RIGHT OUTSIDE QUARTER feetRow1:        

       16


        5.1
	REMARKS Continue on reverse: 
	PAGE:         1                     1
	DATE:            24/Nov/13
	TO: FOR THE RECORD
	RIVER: RONDOUT CREEK,  NY
	CHANNEL: RONDOUT CREEK

















































	NAME: 


