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DATE 4 February 2016 

TO: 
 
 

The Record 
 
 

FROM:    U.S. Army Corps of Engineers 
               26 Federal Plaza, ATTN: CENAN-OP-ST 
               New York, NY  10278-0090 

RIVER/HARBOR NAME AND STATE: 
Matawan Creek, New Jersey 

MINIMUM DEPTHS IN 
CHANNEL ENTERING FROM 

SEAWARD 

NAME OF CHANNEL DATE 
OF SURVEY 

AUTHORIZED PROJECT  
 

MIDDLE 80% 
(feet) 

 
WIDTH 
(feet) 

LENGTH 
(nmiles) 

DEPTH 
(feet) 

Reach C:  Commences from approximately the 
center of the Route 35 Bridge and continues 
approximately 1100 feet landward 

Map 87; 
Pg 2 of 3; 

28 May and 1 
Jun 2015 

75 0.18 4 
 

2.4 
 

Reach D:  Commences from approximately 
1100 feet landward of the Route 35 Bridge and 
continues to the head of the project 
approximately 80 feet seaward of the New York 
and Long Branch Railroad Bridge 

Map 87; 
Pg 2 & 3 of 3; 
28 May and 1 

Jun 2015 

75 0.75 4 
 

+2.3 
 

REMARKS: 
• All depths are relative to the Mean Lower Low Water datum. 
• The channel reach lengths are in nautical miles. 

 
MATAWAN CREEK 
 

o Reach C:  Shoaling exists in the Left Outside 10% and the left side of the Middle 80% approximately 470 feet 
landward of the Route 35 Bridge and continues landward approximately 630 feet to the end of the reach with a 
maximum width of approximately 30 feet. 
Shoaling exists in the Right Outside 10% and the right side of the Middle 80% approximately 690 feet landward of 
the Route 35 Bridge and continues landward for approximately 155 feet with a maximum width of approximately 
20 feet.   
Shoaling exists in the Right Outside 10% and the right side of the Middle 80% approximately 1,000 feet landward 
of the Route 35 Bridge and continues landward for approximately 95 feet to the end of the reach with a maximum 
width of approximately 15 feet.   

 
o Reach D: Project depth is available in the Middle 80% of the channel for a width of approximately 45 feet for 

approximately 585 feet landward from the start of the reach.  From this point the entire width of the reach is 
shoaled with the following exceptions. 
Project depth is available in the majority of the Middle 80% of the channel for a length of approximately 440 feet 
centered under the Garden State Parkway Bridges. 
A small area of project depth approximately 50 feet by 15 feet exists in the Right 10% approximately 305 feet 
landward of the southern most Garden State Parkway Bridge. 
Several small areas of project depth exist from approximately 1,030 feet landward of southern most Garden State 
Parkway Bridge landward to approximately 200 feet from the end of the reach.  These areas vary in length from 
approximately 40 to 150 feet, and width from approximately 5 to 40 feet. 
 
 

 
 
 
 

 
ENG FORM 4021-R, Nov 90 EDITION OF JUL 59 IS OBSOLETE (Proponent: CECW-OM) 
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