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DESCRIPTION: Maintenance dredging by government Hopper DREDGE CURRITUCK during 1st Quarter 
federal FY12. Critical shoals are being removed from the Entrance Channel and a portion of the Navesink  
River shoals with placement of the sand in the nearshore Atlantic Ocean along Sandy Hook, NJ.  
 
AUTHORIZATION: The Shrewsbury River Federal Navigation Project is authorized by the Rivers and 
Harbors Act of 1919.The authorization was modified by the Rivers and Harbors Acts of 1935, 1950 and 1965.  
The existing project in Shrewsbury River consists of the following channels: 
 
a.  A channel about 2.2 miles long, 12 feet deep mlw and 300 feet wide, following the westerly shore from deep 
water in sandy hook bay to approximately the Route 36 bridge. This is connected to:   
b. A channel (South Branch) about 6.8 miles long, 9 feet deep MLW and 150 feet wide, widened at bends, 
ending at Branchport Ave in Branchport.   
c. A tributary channel (North Branch) is connected to the South Branch channel at Normandie, which extends 
up the Navesink River approximately 6.1 miles to Red Bank.  This channel has a depth of 6 feet MLW and 
width of 150 feet. 
 
COMMERCE: No commerce is reported for the Shrewsbury River. 
 
FUNDING: Currently available reprogrammed funds have provided for completion as of 17 December 2011 of 
the maintenance of the critical shoals at the entrance channel and at Oceanic Bridge in the Navesink River. 
Previously, FY09 American Recovery and Reinvestment Act (ARRA) funds were allocated for the maintenance 
dredging contract which was completed in early January 2010, with placement, using pipeline cutterhead 
dredge, of 55,000 CY of sand along Monmouth Beach in Fall/Winter 2009. Additional ARRA funds of $2.7M 
were used in Fall 2010 to maintenance dredge the critical entrance channel shoaling impeding the safe transit of 
Sea Streak Ferry Services. With remaining funds, the next critical shoal further inside the Shrewsbury River not 
completed in 2009 was also planned for removal but not dredged.  
 
STATUS: Maintenance dredging by the Corps Hopper Dredge CURRITUCK has been completed at the 
entrance channel and in the vicinity of Oceanic Bridge in the Navesink River. Dredging of approx. 34,600 CYS 
was accomplished by 17 December 2011. 
 
Village Dock was the contractor and the 16” cutterhead dredge SCROD was used to perform the work in 
FY2009. The Corps Cutterhead Dredge CURRITUCK performed the work in FY2010. 
 
CONTACT:   Joe Olha, Project Manager, (917) 790 8404 
                        mailto:joseph.olha@usace.army.mil                         
                        26 Federa1 Plaza 
                           New York, NY 10278    
                         http://www.nan.usace.army.mil 
                         District Area: NJ #6 

mailto:joseph.olha@usace.army.mil�
http://www.nan.usace.army.mil/�

	Shrewsbury River, NJ
	Federal Navigation Channel Maintenance of Infrastructure and Stewardship
	FACT SHEET        AUG/SEP 2012

