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BROWNS CREEK, NEW YORK 
CONTROLLING DEPTH DATA. 

 VARIOUS WIDTHS   
PROJECT DEPTH 4 & 6 FT (MLW) 

 
(BASED ON CONDITION SURVEY DATED 5-7 & 14 APR. 2000, SHEETS 1-4 ) 

 
 
6’ ENTRANCE CHANNEL   
 
ENTIRE CHANNEL WIDTH 
1.  Shoals extend across the entire channel width for most of this channel length. 
 
 
4’  CHANNEL (UPSTREAM OF ENTRANCE) 
 
RIGHT AND LEFT OUTSIDE QUARTERS 
1.  Shoals exist in the left and right quarters for most of the entire length of the channel. 
 
 
CENTER HALF OF CHANNEL 
1.  Shoals extend into the center half of the channel from the left and right outside 
quarters at various areas along the entire channel length. 
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Browns Creek, New York 

Browns Creek 
Entrance 

5-7 & 14 
Apr 2000 

 

5-7 & 14 
Apr 2000 
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      U.S. Army Corps of Engineers 
26 Federal Plaza, ATTN: CENAN-OP-ST 
New York, NY 10278-0090 
 

1.  All depths in MLW. 

REPORT OF CHANNEL CONDITIONS
100 TO 400 FEET WIDE 

(ER 1130-2-3165) 
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ENG FORM 4021-R, Nov 90 

REMARKS (Continue on reverse)  

EDITION OF JUL 59 IS OBSELETE. (Proponent: CECW-OM)
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