REPORT OF CHANNEL CONDITIONS
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400 FEET WIDE OR GREATER

(ER 1130-2-306)

DATE Jun. 11, 01

TO: THE RECORD

FROM: U.S. Army Corps of Engineers
26 Federal Plaza, ATTN: CENAN-OP-ST
New York, NY 10278-0090

RIVER/HARBOR NAME AND STATE:
Main Ship Channel, New York Harbor, NY

MINIMUM DEPTHS IN EACH % WIDTH OF
CHANNEL ENTERING FROM SEAWARD

DATE AUTHORIZED PROJECT LEFT LEFT RIGHT RIGHT
OF OUTSIDE INSIDE INSIDE OUTSIDE
NAME OF CHANNEL survey | WIDTH | LENGTH | DEPTH | QUARTER | QUARTER | QUARTER | QUARTER
(feet) (miles) (feet) (feet) (feet) (feet) (feet)
Western Cutoff - Widening at West 29 Mar- irregular 30 30 Minimum Depth in This Section
Side of Junction 3 Apr acres is 27.3
with Sandy Hook Channel 2001
Eastern Cutoff - Widening at East 29 Mar- irregular 67 30 Minimum Depth This Section
Side of Junction 3 Apr acres is 28.6
with Sandy Hook Channel 2001
Main Ship Channel South 23 E\Aar- 1000 27 30 29.0 31.0 311 26.7
pr
2001
Main Ship Channel North 23? D\/Iar- 1000 1.8 30 28.4 28.9 29.1 28.2
pr
2001

REMARKS (Continue on reverse)

1. All depthsarein Mean Low Water (MLW); Coordinates Referencing- NAD83; Channel Length - Nautical Miles
2. The soundings indicated minimum shoaling of the project channel in general, typically only afew tenths of afoot above the
authorized depth of 30" below MLW. Shoaling of one foot or greater occurrs mostly along the edges of the channel.

ENG FORM 4020-R, Nov 90

EDITION OF JUL 59 IS OBSELETE.

(Proponent: CECW-OM)




