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DATE 11 March 2002

TO: Commander 90 (OAN)
First Coast Guard District

FROM: U.S. Army Corps of Engineers
26 Federal Plaza

New York, NY 10278-0090

RIVER/HARBOR NAME AND STATE:

Kill Van Kull, New York and New Jersey Channels, NY
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SECTION OR REACH

MAP
FILE NO.
SURVEY

DATE

AUTHORIZED PROJECT

WIDTH
(feet)

LENGTH
(nmiles)

DEPTH
(feet)

LEFT
OUTSIDE

QUARTER

(feet)

LEFT
INSIDE
QUARTER
(feet)

RIGHT
INSIDE

QUARTER

(feet)

RIGHT
OUTSIDE
QUARTER
(feet)

Constable Hook Reach (partial) -
from mile point 31 to mile point 29.7

(1.3 miles)

Map 1213
p 1 thru
30f3
9/21 - 27,
10/1-4
2001
&
p3of3
11/29/01
2001

800
to

2000

13

45

46.1

46.7

47.0

46.4

REMARKS:

2001is47.3.

* The entirel.3 miles portion of the Constable Hook Reach has a minimum water depth of 46.1'.

* All depths arein reference to Mean Low Water (MLW); Coordinates Reference NAD83; Channel length - Nautical Miles

* This minimum depth report covers an areawhich ends along aline that runs across the channel approximately 100" east of where the
soundings extend to on sheet 3 of 3.

NOTE: The shoal that appeared along the right channel line, about 850" west of the R.L. #6 Buoy, on the survey map dated 9/21 -
27/01, 10/1 - 4/01 has been removed. The minimum depth of the area based on the most recent spot survey map dated 29 November
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