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1 INTRODUCTION 
 
This document presents a Section 404(b)(1) guidelines evaluation for the Sandy Hook to Barnegat Inlet 
Beach Erosion Control Project. The original construction project was authorized under the River and 
Harbor Act of July 3, 1958, in accordance with House Document No. 332, 85th Congress, second 
session, as modified by Section 854 of the Water Resources Development Act of 1986 (PL 99-662) 
and further modified by Section 4 of the Water Resources Development Act of 1988 (PL 100-676), with 
further modification by and Section 102 (r) of the Water Resources Development Act of 1992 (PL 102-
580).  The purpose of this General Reevaluation Study is to investigate and determine if there is a 
technically feasible, environmentally acceptable, and economically justifiable recommendation for 
federal participation to improve the existing subject project. This study was prompted by the presence 
of two identified erosion hotspots, as well as the need to reassess the viability and capability of the 
existing project to manage risk from storm surge in the project area.   
 
The existing project performs as designed and adequately reduces the risk of erosion.  However, there 
are two locations (Elberon and Monmouth) that experience increased rates of erosion. These erosion 
hotspots demand renourishment more frequently than anticipated.  This redirects renourishment funds 
and sand to these locations, as opposed to other sections of the existing project that could also benefit 
from sand placement.   
 
The recommended alternative aims to enhance the existing coastal storm risk management project in 
Section II of the Sandy Hook, NJ to Barnegat Inlet, NJ (Sea Bright, NJ to Manasquan, NJ) project area. 
Section II spans approximately 9 miles from Asbury Park, NJ to Manasquan, NJ. The proposed design 
template consists of a dune and berm feature. The dune is specified at a crest elevation of 16 ft NAVD88 
and a crest width of 25 ft with landward and seaward slopes of 1V:5H. The berm is specified at elevation 
9.3 ft NAVD88 and a width of 100 ft. A foreshore slope of 1V:10H is defined from the seaward edge of 
berm to mean low water (approximately -2.7 ft NAVD88). Past mean low water a 1V:40H slope is held 
until the design profile meets the existing offshore profile. Advance fill is currently still being optimized; 
a 40 ft width is the approximate maximum for this project.   
 
The existing authorized borrow area for the project is the Sea Bright Offshore Borrow Area located 
approximately 15 miles away from the midpoint of the project area. Multiple additional borrow areas of 
the coast of Belmar are currently being investigated in a separate EDR effort and are anticipated to be 
used for this project. These borrow areas are approximately 4.5 miles offshore. Initial construction is 
expected to occur in 2031 with renourishment occurring at the currently authorized 6-year interval. The 
GRR effort does not extend the renourishment period of the authorized project. The final renourishment 
of the project is expected to occur in 2049. Initial fill volume for Section II is estimated at 2,155,000 cy 
with an estimated renourishment quantity of 2,454,000 cy per nourishment for a total fill volume of 
9,517,000 cy over the remainder of the project life.  

Best management practices will be fully utilized to ensure that turbidity and sedimentation are 
limited to the area immediately adjacent to the project site and minimized to the greatest extent 
possible. This evaluation is based on the regulations presented in 40 CFR 230, Section 404(b)(1): 
Guidelines for Specification of Disposal Sites for Dredged or Fill Material. The regulations 
implement Sections 404(b) and 401(1) of the Clean Water Act, which govern disposal of dredged 
and fill material inside the territorial seas baseline [§230.2(b)]. 
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As stated in Section 230.10(a)(4): For actions subject to NEPA, where the United States Army 
Corps of Engineers is the permitting agency, the analysis of alternatives required for NEPA 
environmental documents, including supplemental Corps NEPA documents, will in most cases 
provide the information for the evaluation of alternatives under these Guidelines. The EA, to 
which this revised evaluation is an appendix, provides the documentation necessary to attest that 
the project is fully in compliance with the Section 404(b)(1) guidelines. The EA provides a full 
project description and location, description of existing conditions, full alternatives analysis, and 
description of potential impacts as a result of the project and the project’s construction. The 
analysis provided within the EA along with the review that will be undertaken during the 
application process for the NJDEP State Water Quality Certificate under Section 401(1) will 
document that the implementation of this navigation project will not cause or contribute to 
significant degradation of the waters of the United States, as is demonstrated in the following 
sections and tables. 
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2 PROJECT DESCRIPTION 
 
2.1 LOCATION 

The study area consists of 21 miles of Atlantic Ocean shoreline from the Borough of Sea Bright to 
the Manasquan Inlet in Monmouth County, New Jersey. The study area includes several coastal 
lakes and two tidally influenced back bays in the northern- and southern-most reaches. In 
alignment with the current project, the study area is divided into two sections, which are further 
subdivided into five reaches. Section I spans from a northern boundary in – Sea Bright to the 
southern boundary of Loch Arbour Village, Ocean Township, New Jersey. Within Section I (11.6 
miles), Reach 1 spans approximately 5.2 miles in Sea Bright and Monmouth Beach Boroughs, 
with Shrewsbury Bay bounding the western extent of the project area. Reach 2 spans the Atlantic 
shoreline of Long Branch; Reach 3 spans the Atlantic shoreline of Loch Arbour Village, Allenhurst 
Borough, and Elberon.  is nestled between the Sandy Hook Bay and other coastal rivers and 
lakes. Section I is being deferred to a separate EDR effort, with Section II being the focus of this 
GRR.  Section II spans from the northern extent of Asbury Park to Manasquan Inlet. Reach 4 
spans from the northern extent of Asbury Park to the Shark River Inlet (southern end of Avon-by-
the Sea); Reach 5 spans approximately 6.0 miles from the Shark River Inlet (northern extent of 
Belmar Borough) to the southern end of Manasquan Borough. (Figure 1) encompasses Asbury 
Park to Manasquan, New Jersey and the project length is nine miles along the shoreline.  

 

 
Figure 1. Project area from Sea Bright to Manasquan, Section I and II. 

  
2.2 Description of Selected Plan 

The proposed design template consists of a dune and berm feature. The dune is specified at a 
crest elevation of 16 ft NAVD88 and a crest width of 25 ft with landward and seaward slopes of 
1V:5H. The berm is specified at elevation 9.3 ft NAVD88 and a width of 100 ft. A foreshore slope 
of 1V:10H is defined from the seaward edge of berm to mean low water (approximately -2.7 ft 
NAVD88). Past mean low water a 1V:40H slope is held until the design profile meets the existing 
offshore profile. Advance fill is currently still being optimized; a 40 ft width is the approximate 
maximum for this project. Specifically, it is estimated that the berm will cover approximately 100 
acres of intertidal and subtidal bottom, broken out almost evenly between the two zones.  
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2.3 AUTHORITY AND PURPOSE 
 
Atlantic Coast of New Jersey, Sea Bright to Manasquan, Beach Erosion Control Project is 21 miles in 
length beginning in Sea Bright and ending at the Manasquan Inlet (Figure 2).  Section I extends 12 
miles from Sea Bright to Loch Arbour (formerly Ocean Township) with the Elberon to Loch Arbour. 
Section II begins immediately south of the Elberon to Loch Arbour Reach in the City of Asbury Park 
and extends nine miles to the south end of the Manasquan. Section III is located within USACE 
Philadelphia District’s Civil Works Boundary and is not included as a part of the 21 miles mentioned 
above. Only Section II is being evaluated for authorization.   
      

         
Figure 2. Extent of the Sea Bright to Manasquan Project Sections I and II. 

 
 
The 1958 authorized plan for Section I included constructing a 100 ft wide berm at an elevation of +7.3 ft NAVD88 
(+10 ft MLW), 23 new groins and extending 14 existing groins. New groins would be spaced 1,000 to 1,200 ft 
apart. Additionally, the authorized plan included Federal participation in periodic renourishment costs for a period 
of ten years. 
 
A GDM for Sandy Hook to Barnegat Inlet Section I was completed in 1989 (1989 GDM) and a GDM for Section 
II was completed in 1994 (1994 GDM). The purpose of the 1989 GDM was to present final formulation and design 
of Section I of the authorized project. The authorized shore protection features included the construction of a 
100’ berm at an elevation of +7.3 ft NAVD88 (+10 ft MLW) plus a 2’ cap, and advanced fill up to 40’ as well as 
outfall extensions and groin notching.  
 
The District initiated construction of the project in 1994 and completed construction of Section I in September 
1999. The Elberon to Loch Arbour Reach (3.5 miles) was not constructed due to lack of public access, a lack of 
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project support from several of the municipalities and real estate acquisition issues. The construction of Sandy 
Hook to Barnegat Inlet Section II – Asbury Park to Manasquan was completed by the District in 2000. 
Renourishments were completed in limited areas of Sandy Hook to Barnegat Inlet Section I and Section II in 
2002, 2009, 2012 and 2013. The District completed the Elberon to Loch Arbour reach in 2016 in accordance 
with the 1958 authorized plan for Section I including construction of a 100 ft wide berm at an elevation of +7.3 ft 
NAVD88 (+10 ft MLW) as well as modification of three groins, construction of feeder beaches, and modification 
of 19 outfalls. 
 
In 2015 the State of New Jersey requested a General Reevaluation Report that was initially denied.  A follow -
up request was submitted in 2021 stating, “The reevaluation should focus on coastal storm risk management 
(CSRM) measures, including, but not limited to, dunes, seawalls and an evaluation of the storm surge impacts 
to the coastal lakes in the project area. Though the constructed reaches of the project have performed as 
originally designed, a new purpose for Section I and II (management and reduction of risk from inundation and 
associated ecosystem restoration opportunities to improve resilience), new technology, CSRM design guidance, 
regulations, and existing conditions of the project area warrant a reevaluation.” 
 
After preliminary modeling and assessment, this GRR will only be reevaluating Section II of the Sea Bright to 
Manasquan Project. Section I will be pursued under a separate Engineering Design Report (EDR). To maximize 
efficiency, preliminary findings for Section I potential actions will be evaluated in this Assessment. 
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3 GENERAL CONSTRUCTION AND MATERIAL DESCRIPTION 
Hydraulic (hopper or cutterhead) dredging equipment, including tending vessels, is proposed for 
use for this project. A submerged pipeline will transect the area between the offshore dredge and 
the project area beach to pump the sand from the dredge to the beach.  

Best Management Practices (BMP), such as drag arm placement and operation designed to reduce 
adverse effects, such as turbidity, which is likely to be minimal since the material is sand which 
does not subject to resuspension, will be included in the affected states Special Condition’s as 
regulated under Section 401 Water Quality and Federal Consistency Determination, per the states’ 
implementation of the Coastal Zone Management Act (CZMA),  will be deployed and implemented 
to ensure protection of the aquatic environment.  

 
3.1 GENERAL CHARACTERISTICS OF FILL MATERIAL 

The material dredged from the inlet is approximately 90-99.0% sand, which eliminates concerns 
regarding the use of fine grain material from external sources, which would have to be tested for 
contaminants to ensure its acceptability for placement.  

 
3.2 QUANTITY OF MATERIAL 

The estimate of the new volume of sandy material being dredged from all sources to fulfill the 
GRR TSP template and sustain the renourishment cycle of every six years is approximately 
9,507.00 million cubic yards (MCY) in total overt the life of the project. The difference in volumes 
between the GRR template and the previous dune and berm template and renourishment cycles 
is 1,579,000 cy. Authorization is being sought for this additional 1,579,000, only since the 
renourishment project has already achieved compliance with all Federal, state and local 
regulations.  

 
3.3 SOURCES OF DREDGED MATERIAL 

Sea Bright Offshore Borrow Area or new borrow areas to be determined under the current 
ongoing EDR effort to identify new borrow areas. Description of Proposed Discharge Site: 

All sandy material will be sourced from the borrow areas and placed on the project site as described 
above according to the GRR project design. 

 
3.4 TIME AND DURATION OF DISPOSAL 
 
The initial dredging and placement of fill material will take place between 1 September 2031 and 1 March 2032. 
 
3.5 PLACEMENT METHOD 
 
Excavated material will be moved via pipeline to the proper onsite beach placement areas and re- distributed and 
regarded via the use of land-based equipment.  
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3.6 CONSTRUCTION SEQUENCE 
 
This information will be determined via coordination under the Section 401 authority with the affected state. 
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4 FACTUAL DETERMINATION 
 
4.1 REVIEW OF COMPLIANCE – SECTION 230.10(A)-(D) 
 
Table 1. Review of Compliance - Section 230.10(a)-(d). 

 YES NO 

a. The discharge represents the least environmentally damaging practicable alternative and, if 
in a special aquatic site, the activity associated with the discharge must have direct access 
or proximity to, or be located in the aquatic ecosystem to fulfill its basic purpose. 

 
X 

 

b. The activity does not appear to: 1) violate applicable state water quality standards or 
effluent standards prohibited under Section 307 of the CWA; 2) jeopardize the existence 
of Federally listed threatened and endangered species or their habitat; and 3) violate 
requirements of any Federally designated marine sanctuary. 

 
X 

 

c. The activity will not cause or contribute to significant degradation of waters of the U.S. 
including adverse effects on human health, life stages of organisms dependent on the 
aquatic ecosystem, ecosystem diversity, productivity and stability, and recreational, 
aesthetic and economic values. 

 
X 

 

d. Appropriate and practicable steps have been taken to minimize potential adverse 
impacts of the discharge on the aquatic ecosystem. X  

 
4.2 TECHNICAL EVALUATION OF FACTORS (SUBPARTS C-F) 
 
Table 2. Technical Evaluation Factors (Subparts C-F). 

 N/A NOT SIGNIFICANT SIGNIFICANT 

a. Potential Impacts on Physical and Chemical Characteristics of the Aquatic Ecosystem (Subpart C) 

 1) Substrate  X  

 2) Suspended particulates/turbidity  X  

 3) Water column impacts  X  

 4) Current patterns and water circulation  X  

 5) Normal water circulation  X  

 6) Salinity gradients  X  

b. Potential Impacts on Biological Characteristics on the Aquatic Ecosystem (Subpart D) 

 1) Threatened and endangered species  X  

 2) Fish, crustaceans, mollusks, and other organisms in the aquatic 
food web 

 X  

 3) Other wildlife (mammals, birds, reptiles and amphibians)  X  

c. Potential Impacts on Special Aquatic Sites (Subpart E) 

 1) Sanctuaries and refuges  X  

 2) Wetlands  X  
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 3) Mud Flats  X  

 4) Vegetated Shallows  X  

 5) Coral reefs  X  

 6) Riffle and pool complexes X   

d. Potential Effects on Human Use Characteristics (Subpart F) 

 1) Municipal and private water supplies X   

 2) Recreational and commercial fisheries  X  

 3) Water-related recreation  X  

 4) Aesthetic impacts  X  

 5) Parks, national and historic monuments, national seashores, 
wilderness areas, research sites and similar preserves 

X   

 
 
4.3 EVALAUTION AND TESTING – SUBPART G 
 
Table 3. Evaluation and Testing (Subpart G). 

A. THE FOLLOWING INFORMATION HAS BEEN CONSIDERED IN EVALUATING THE 
BIOLOGICAL AVAILABILITY OF POSSIBLE CONTAMINANTS IN DREDGED OR FILL 
MATERIAL. (CHECK ONLY THOSE APPROPRIATE.) 

 

 1) Physical characteristics X 

 2) Hydrography in relation to known or anticipated sources of contaminants X 

 3) Results from previous testing of the material or similar material in the vicinity of the project X 

 4) Known, significant sources of persistent pesticides from land runoff or percolation N/A 

 5) Spill records for petroleum products or designated hazardous substances (Section 311 of CWA) N/A 

 6) Public records of significant introduction of contaminants from industries, municipalities or 
other sources X 

 7) Known existence of substantial material deposits of substances which could be released in 
harmful quantities to the aquatic environment by man-induced discharge activities N/A 

 8) Other sources (specify) N/A 

 
List appropriate references – See Supplemental Environmental Assessment  

 YES NO 

b. An evaluation of the appropriate information factors in 3a above indicates that there is 
reason to believe the proposed dredged material is not a carrier of contaminants, or that 
levels of contaminants are substantively similar at extraction and disposal sites and not 
likely to require constraints. 

 
X 

 

 
4.4 DISPOSAL SITE DELINEATION – SECTION 230.11(F) 
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Table 4. Disposal Site Delineation - Section 230.11(f). 

A. THE FOLLOWING INFORMATION HAS BEEN CONSIDERED IN EVALUATING THE 
BIOLOGICAL AVAILABILITY OF POSSIBLE CONTAMINANTS IN DREDGED OR FILL 
MATERIAL. (CHECK ONLY THOSE APPROPRIATE.) 

 

 1) Depth of water at disposal site Yes 

 2) Current velocity, direction, variability at disposal site Yes 

 3) Degree of turbulence Yes 

 4) Water column stratification Yes 

 5) Discharge of vessel speed and direction Yes 

 6) Rate of discharge Yes 

 7) Dredged material characteristics (constituents, amount, and type of material, settling 
velocities) Yes 

 8) Number of discharges per unit of time Yes 

 9) Other factors affecting rates and patterns of mixing (specify) Yes 

List appropriate references – See Environmental Assessment  

 YES NO 

b. An evaluation of the appropriate information factors in 4a above indicated 
that the disposal sites and/or size of mixing zone are acceptable. X  

 
4.5 ACTIONS TO MINIMIZE ADVERSE EFFECTS (SUBPART H) 
 
Table 5. Actions to Minimize Adverse Effects (Subpart H). 

 YES NO 

All appropriate and practicable steps have been taken, through application of recommendation 
of Section 230.70-230.77 to ensure minimal adverse effects of the proposed discharge. X  

 
 
4.6 FACTUAL DETERMINATION – SECTION 230.11 
 
Table 6. Factual Determination (Section 230.11). 

A REVIEW OF APPROPRIATE INFORMATION, AS IDENTIFIED IN ITEMS 2-5 
ABOVE, INDICATES THERE IS MINIMAL POTENTIAL FOR SHORT OR LONG- 
TERM ENVIRONMENTAL EFFECTS OF THE PROPOSED DISCHARGE AS 
RELATED TO: 

  

 YES NO 

a. Physical substrate at the disposal site (review Sections 2a, 3, 4 and 5 above) X  

b. Water circulation, fluctuation and salinity (review Sections 2a, 3, 4 and 5) X  

c. Suspended particulates/turbidity (review Sections 2a, 3, 4 and 5) X  
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d. Contaminant availability (review Sections 2a, 3 and 4) X  

e. Aquatic ecosystem structure, function and organisms (review Sections 2b, 2c, 3 
and 5) X  

f. Proposed disposal site (review Sections 2, 4 and 5) X  

g. Cumulative effects on the aquatic ecosystem X  

h. Secondary effects on the aquatic ecosystem X  

 
 
4.7 FINDINGS OF COMPLIANCE OR NON-COMPLIANCE 
 
Table 7. Findings of Compliance or Non-Compliance. 

 YES NO 

The proposed disposal site for discharge of dredged or fill material complies with 
Section 404(b)(1) guidelines. X  

 
In summary, the implementation of the recommended plan to place the dredged material on the beach according 
to the recommended design to reduce erosion: 

• Will have no adverse effects of the discharge of pollutants on human health or welfare, including but not 
limited to effects on municipal water supplies, plankton, fish, shellfish, wildlife, and special aquatic sites. 

• Will have no significant adverse effects of the discharge of pollutants on life stages of aquatic life and 
other wildlife dependent on aquatic ecosystems, including the transfer, concentration, and spread of 
pollutants or their byproducts outside of the disposal site through biological, physical, and chemical 
processes; 

• Will have no significant adverse effects of the discharge of pollutants on aquatic ecosystem diversity, 
productivity, and stability. 

• Will have no significant adverse effects of discharge of pollutants on recreational, aesthetic, and economic 
values. 
 

The New York District (NYD) concludes that the selected plan is the Least Environmentally Damaging Preferred 
Alternative (LEDPA) out of all practicable alternatives considered (see Chapter 5 of the GRR), as regulated 
under the Clean Water Act.  
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