REMARKS:
- All reported depths are relative to Mean Lower Low Water (MLLW) datum.
- Channel reach lengths are in nautical miles.

**MATTITUCK HARBOR:**
- **Reach A:**
  - Shoaling exists along the channel’s toe in the Right Outside Quarter, commencing approximately 180 feet landward of GREEN CAN #3 FLOOD until the landward end of the reach.
  - The controlling depth of -0.2 feet MLLW exists in the Right Outside Quarter at approximately 330 feet seaward of the end of the reach.
- **Reach B:**
  - Edge shoaling exists intermittently in the Left and Right 10%, extending into the Middle 80% of this reach.
  - The controlling depth of -6.6 feet MLLW exists in the Middle 80% at approximately 500 feet seaward of the end of the reach.
- **Reach C:**
  - Edge shoaling exists intermittently in the Left and Right 10% extending into the Middle 80% of this reach.
  - A shoal exists in the Middle 80%, commencing approximately 40 feet seaward of the end of the reach and extends until the end of the reach.
  - The controlling depth of -5.0 feet MLLW exists in the Middle 80% approximately 30 feet seaward of the end of the reach.
- **Reach D:**
  - Shoaling exists intermittently in the Left and Right 10% extending into the Middle 80% of this reach.
  - A large shoal begins in the Right 10% and extends into the Middle 80%, commencing approximately 105 feet seaward of GREEN MARKER FLOOD and extends for approximately 760 feet.
  - The controlling depth of -3.6 feet MLLW exists in the Middle 80% at approximately 210 feet landward of GREEN MARKER FLOOD.
MATTITUCK HARBOR:

- Anchorage:
  - Shoaling exists intermittently along the anchorage’s toe in the seaward half of this reach.
  - The controlling depth of -2.6 feet MLLW exists at approximately 150 feet landward of the most seaward ANCHORAGE AREA BUOY FLOOD.